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1 INTRODUCTION

Welcome to Direct Recording Electronic (DRE) voting. Sequoia is pleased to introduce you to the AVC
Edge® (Edge), a system designed for the jurisdiction that demands an accurate and reliable electronic
voting system. The Edge election system has been designed to be simple to operate and when used
according to the procedures outlined in this guide, will ensure your elections are easier to conduct, more
accurate, reliable and enjoyable for you, the election officers and the voters. . r

Direct Recording Electronic voting is a description assigned to a voting device that meets the followmg
guidelines: o . . .y ,

Presents candidates and issues by using an electronic ballot.

Displays a series of buttons/switches/images to be pressed for selectlng a candldate or optlon
Indicators show that the selection has been made to the voter or operator.-: = .= ;70

Prevents over voting of offices. L OIS -

Allows the voter to select and deselect a candidate position right up until the “Cast Vote” Buttoh is
pressed. . : .

Allows for electronic write-in voting. T O ST SR
Operates on AC/DC electronic power and incorporates a battery for backup protectlon
Provides for voting privacy. e e y
Electronically stores vote totals and a complete audit trail of vbting éétivity.' gt
Prints results for each candidate when the polls are closed R
Provides a method to transfer machine totals to a central tabulatlon center.

Tamper resistant design using locks, seals and cryptography to provide‘ maximum "secui'ity.} h

The Edge meets or exceeds the DRE standards as set forth by the Federal Election Commission. The’
Edge was designed with certain criteria in mind, namely, to improve the voting process for the voter, the
pollworker, the candidate and the Election Admmlstrator
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1.1 IMPORTANT SAFETY INSTRUCTIONS

DO NOT DISCARD, READ BEFORE OPERATING

s b

THIS IS THE ELECTRICAL HAZARD SYMBOL. IT INDICATES THAT THERE ARE
DANGEROUS HIGH VOLTAGES PRESENT INSIDE THE ENCLOSURE OF THIS
PRODUCT. TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK, DO NOT ATTEMPT
TO OPEN THE ENCLOSURE OR GAIN ACCESS TO AREAS WHERE YOU ARE NOT :

INSTRUCTED TO DO SO. REFER SERVICING TO QUALIFIED SERVICE PERSONEL
ONLY.

THIS IS THE USER CAUTION SYMBOL. IT INDICATES A CONDITION WHERE
DAMAGE TO THE EQUIPMENT OR INJURY TO THE OPERATOR COULD OCCUR IF
OPERATIONAL PROCEDURES ARE NOT FOLLOWED. TO REDUCE THE RISK OF
DAMAGE OR INJURY, FOLLOW ALL STEPS OR PROCEDURES AS INSTRUCTED.

READ USER’S GUIDE - After installation, read the User’s Guide carefully before
operating. Follow all operating and other instructions carefully.

POWER SOURCES - This product should be operated only from the type of source
indicated on the manufacturer’s ID label.

WATER AND MOISTURE — Do not place containers with liquids such as coffee,
water, sodas, etc. on this unit. Do not operate this equipment in a wet environment.

HEATING — Do not install this product near heat sources such as radiators, air ducts,
areas subject to direct, intense sunlight, or other products that produce heat.
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POWER CORD PROTECTION - The power supply cord for this product should be
routed or installed in such a manner to protect it from being walked on or pinched.

SERVICING — Do not attempt to service this unit unless specifically instructed to do so.
Do not attempt to gain access to areas of the unit where dangerous voltages are present.
Refer servicing to qualified service personnel.

DAMAGE REQUIRING SERVICE — Unplug this product from the wall outlet and
refer servicing to qualified service personnel under the followmg conditions:
When the power supply cord is damaged.
If liquid has been spilled into the enclosure of the unit. »
If the product does not function normally by following the 1nstructxons in the User’s Guide.
Adjust only those controls that are covered by the operatmg 1nstruct10ns
If the product has been damaged in any way SR

Battery Replacement Warnmg - CAUT ION' Danger of explosnon 1f battery is

incorrectly replaced Replace only with same or equlvalent type recommended by

the manufacturer. Dispose of used batteries according to the manufacturer’s -
instructions.
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2 LIMITED USE LICENSE AGREEMENT

The AVC Edge® from Sequoia Pacific Voting Equipment Inc. (“Sequoia”), includes copyrighted
computer software (“Program™) and related documentation (“Documentation™). This Agreement
provides for your use of one (1) authorized copy of the Program. The title in all copyright and
ownership rights in the Program and Documentation are retained by Sequoia and all other rights not
expressly granted to you under this Agreement remain with Sequoia as Licensor. Licensee P
acknowledges that the Program represents and embodies certain trade secrets and confidential and
proprietary information of Licensor. Licensee assumes full responsibility for the selection of the - -
Program to achieve your intended results and for the installation, use of, and results obtained from the
Program. W

2.1 LICENSE

In consideration of the license fee paid, Licensee is granted a limited, non-transferable and non-exclusive
license to use the Program only on a single 4V'C Edge® at any one time.

LICENSEE SHALL NOT COPY THE DOCUMENTATION OR SUBLICENSE, ASSIGN, RENT;
LEASE, SELL OR OTHERWISE TRANSFER THE ORIGINAL COPY OR BACKUP COPY OF THE
PROGRAM OR THE USER GUIDE WITHOUT LICENSOR S WRITTEN CONSENT ’

LICENSEE SHALL NOT MODIFY, TRANSLATE, DISASSEMBLE, DECOMPILE, REVER.SEJ o
ENGINEER OR CREATE DERIVATIVE WORKS BASED UPON THE PROGRAM OR ANY
PORTION THEREOF.

LICENSEE SHALL NOT REMOVE, OBLITERATE, ALTER OR OBSCURE THE COPYRIGﬁT R
AND TRADEMARK NOTICES AND SERIAL NUMBER OF THE PROGRAM LABEL.

This license shall remain in effect from the date of execution and receipt of each 4 VC Edge® unless -
terminated for one of the following reasons; (1) Licensee may terminate license at any time by returning
the Program and Documentation to Licensor together with all copies and merged portions in any form,
(2) Failure of Licensee to comply with any of the terms or conditions of this License Agreement or : -
substantial breach of the Master Purchase Agreement under which this License is issued. On
termination of License for any reason, Licensee agrees to return the Program and Documentation to
Licensor along with all copies and merged portions in any form and that termination shall not affect any
rights or remedy of Licensor under law for injunctive relief, damages or other relief proper under the
circumstances. :
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2.2 LIMITED WARRANTY

Licensor warrants to Licensee the ROM(s) on which the Program is furnished will be free from defect in
materials and workmanship under normal use and conditions for a period of ninety (90) days from the
date of delivery of this software package to you as evidenced by a copy of your receipt.

EXCEPT AS STATED ABOVE IN THIS SECTION, THE PROGRAM AND DOCUMENTATION
ARE PROVIDED “AS IS” WITHOUT WARRANTY OF ANY KIND, EITHER EXPRESSED OR
IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OR R
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE. LICENSOR DOES NOT
WARRANTY THE FUNCTIONS CONTAINED IN THE PROGRAM WILL MEET YOUR

REQUIREMENTS OR THAT THE OPERATION OF THE PROGRAM WILL BE UNINTERRUPTED

OR ERROR-FREE.

THIS WARRANTY GIVES THE LICENSEE SPECIFIC LEGAL RIGHTS AND LICENSEE
MAY ALSO HAVE OTHER RIGHTS, WHICH VARY FROM STATE TO STATE. SOME
STATES DO NOT ALLOW THE EXCLUSION OF IMPLIED WARRANTIES, SO THAT
ABOVE EXCLUSION MAY NOT APPLY TO LICENSEE. I

2.3 LIMITATION OF REMEDIES

Licensor’s entire liability and your exclusive limited remedy will be the replacement of any ROM not *
meeting Licensor ] “lelted Warranty” explamed above and which is returned to Llcensor

INNO EVENT WILL LICENSOR BE LIABLE TO YOU OR ANY THIRD PARTY, WHETHER!
BASED ON CONTRACT, TORT, STRICT LIABILITY OR OTHERWISE, FOR ANY DIRECT,
INDIRECT, INCIDENTAL, SPECIAL, GENERAL, OR CONSEQUENTIAL DAMAGES,
INCLUDING DAMAGES FOR ANY LOST PROFITS, LOST SAVINGS OR OTHER INCIDENTAL
OR CONSEQUENTIAL DAMAGED, ARISING OUT OF THE USE OF OR INABILITY TO USE
THE PROGRAM AND DOCUMENTATION, EVEN IF LICENSOR HAS BEEN ADVISED OF THE
POSSIBILITY OF SUCH DAMAGES, OR FOR ANY CLAIM BY ANY OTHER PARTY. o

SOME STATES DO NOT ALLOW THE LIMITATIOON OR EXCLUSION OR LIABILITY FOR -
INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR
EXCLUSION MAY NOT APPLY TO YOU.

IN NO EVENT WILL LICENSOR’S LIABILITY FOR DAMAGES TO YOU OR ANY OTHER
PERSON EVER EXCEED THE AMOUNT OF THE LICENSE FEE PAID BY YOU TO USE THE
PROGRAM REGARDLESS OF THE FORM OF ANY CLAIM.
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2.4 U.S. GOVERNMENT RESTRICTED RIGHTS

The Program and Documentation are provided with RESTRICTED RIGHTS. Use, duplication, or
disclosure by the U.S. Government is subject to restrictions as set forth in Computer Software clause
252.227-7013. Contractor/Manufacturer is Sequoia Pacific Voting Equipment Inc., 811 North Main
Street, P.O. Box 1399, Jamestown, New York 14702.

2.5 GENERAL

This Agreement is governed by the laws of the State of New York. In the event a provision of the ;

Agreement shall be held unenforceable, it shall be deemed severable from the remaining provisions and .
shall in no way affect the validity of enforceablhty of this Agreement.

LICENSEE, BY AFFIXING IT’S SIGNATURE HERETO, ACKNOWLEDGES THAT IT HAS READ
THIS AGREEMENT, UNDERSTANDS IT AND AGREES TO BE BOUND BY IT’S TERMS AND
CONDITIONS. LICENSOR FURTHER AGREES THAT IT IS THE COMPLETE AND EXCLUSIVE
STATEMENT OF THE AGREEMENT BETWEEN LICENSEE AND LICENSOR ANDIT’S "~
AUTHORIZED DEALER WHICH SUPERCEDES ANY PROPOSAL OR PRIOR AGREEMENT
ORAL OR WRITTEN, AND ANY OTHER COMMUNICATIONS RELATIN G TO THE SUBJ ECT
MATTER OF THIS AGREEMENT.

Signature:

2.6 WARNING

This equipment has been certified to comply with the limits of Class B computing devices, pursuant to
Subpart J of Part 15 of FCC Rules. No peripherals (computer input/output devices, terminals, printers,
etc.) not certified to comply with the Class B limits nor approved by Sequoia Pacific Voting Equipment
may be attached to this computer. Operation with non-certified peripherals is likely to result in
interference to radio and television reception.

This equipment generates, uses, and can radiate radio frequency energy. If not installed and used in
accordance with the manufacturer’s instructions, it may cause interference with radio and television
reception. Operating this equipment in a residential area can cause interference. Should this occur, the
user will be required to take whatever measure may be necessary to eliminate the interference. In
attempting to do so, the user should do the following:

a) Reorient the receiving antenna.
b) Relocate the computer with respect to the receiver with which it interferes.

c) Plug the computer into a different AC receptacle so the computer and the receiver with which it
interferes with are on different branch circuits.
If necessary, the user should consult their Sequoia Pacific representative or an experienced
radio/television technician for additional suggestions. The user may find the following booklet prepared
by the Federal Communications Commission helpful:
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2.7 HOW TO IDENTIFY AND RESOLVE RADIO-TV INTERFERENCE
PROBLEMS

This booklet is available from the United States Government Printing Office, Washington, DC 20402,
Stock Number 004-000-00345-4.

2.8 PROTECT YOUR INVESTMENT

Static electricity is the shock you feel when you rub your feet on carpetmg on a dry, w1nter day and touch
a metal doorknob. Static is the enemy of any piece of electronic equipment.

The Edge, when fully assembled, is designed to withstand reasonably hlgh Tevels of static dlscharge
When the Edge is disassembled, its components are more susceptible to static dlscharge ‘Static ‘
discharge that would not affect the Edge in normal use could destroy components when they are handled
Certain precautionary steps, however, can chmmate statlc and protect your 1nvestment '

TSN

[ '15”

When working on the Edge, follow these simple procedures - o ‘

a) Wear rubber-soled shoes and do not handle other static generatmg ‘materials such as Styrofoam or’
other synthetic material.

b) Leave components in their anti-static packaging until msta]latlon time. . MR

c) ‘When handling circuit boards, touch only non-conductive Edges. With most circuit boards that is
the green board the chips and circuits are mounted on.

d) ‘When handling circuit boards and other components, never touch components metal leads or
connector pins.
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3 SYSTEM OVERVIEW

The Edge Voting System consists of two major components, the AVC Edge Electronic Voting Machine
(Edge) and the Election Database Central System (WinEDS). The Edge is a Direct Recording Electronic
voting device that incorporates a color LCD with an integral touchscreen. The WinEDS Central System

("WinEDS") is a computer software system, which contains application software developed spec1ﬁcally '
for election requirements.

3.1 EDGE DESCRIPTION

The Edge is a Direct Recording Electronic voting device that incorporates a color LCD with an 1ntegral
touchscreen, a control panel for use by election poll workers, appropriate electronic circuitry and '
processing devices for performing specified system functions, internal memory for storing ballot data
and voting records, a removable Results Cartridge with non-volatile memory, protective and pubhc
counters, and integrated voter privacy panels.

The Edge provides a large format Liquid Crystal Display and associated Touchscreen to present the
ballot and allow the voter to make their selections. The presentation of the offices and issues can be set
up in multiple formats allowing the election administrators maximum flexibility in the layout of ballots.
This insures a presentation that is easy for the voter to read and comprehend. B

The Edge is modular in design and is available with options that allow the customer to configure it to "
their specific needs. Edge is a stand-alone system, meaning it does not require any networkingto a -
central system in order to function. All processing from loading the ballot to recording votes is done on
individual units. Loading ballots and accumulating tally from the machines is transmitted via a Results
Cartridge. -

The Resu‘lték Cartridge is designed so that it can be inserted into the voting machine, record Votiny'g}f ':
results, be removed from the machine at the closing of the polls and be read by the WinEDS Central =~
System. The Results Cartridge stores:

e an electronic representation of the ballot,

e ballot logic to enable the voter to make those selectlons to which he or she is lawfully entitled,
o the aggregated vote totals,

e arandomized record of all individual ballots cast, and

e achronological log of significant machine operations, including error conditions.

3.2 WinEDS DESCRIPTION

The WinEDS Central System ("WinEDS") is a computer software system, which contains application
software developed specifically for election requirements. The WinEDS System consists of the
following subsystems:

e  Security management, which allows WinEDS users the ability to accomplish tasks they are
authorized to perform.
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Profile management, which allows the election office to maintain JUTISdlCtlonal parameters such as
political districts, precincts, polling places, offices, and parties.

Election setup, which provides functions to initialize an election, defines the political parties,

offices and party positions, political subdivisions, types of elections and other global election
variables.

Candidate management, which allows the election office to identify the contests and candidates for
an election.

Ballot management, which provides for the layout of the visual ballots and the generation of the

~ ballots in electronic or paper form.

33

Edge management, which provides functions that helps manage Edge testing, maintenance, and
election preparation.

Election results management, which provides the functions for election night tally of Results and
Consolidation Cartridges and paper ballots (Absentee Ballots), the re-canvass of the election and the
certification of all contests to the political parties and state election reporting agencies.

Curtain LR

TERMINOLOGY

Top Cover
including
Power Cord

Top Cover
Latches

Privacy Panels

Touchscreen or
LCD (Liquid Activation ,
Crystal Display) 1 Slot
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o Storage Area (or Printer Well)
Contains: Printer (optional)
Two Serial Ports (A & B)
Parallel Printer Port
Printer Power Cable Port
AA Battery Compartment
(Backup batteries to support
real-time clock)

Results Port

LCD or
Back LCD

Power Receptacle

Contains: 115V ACIN
115V AC Out
Circuit Breaker
AC On Light
Charging Light

&
Srbtann

Screen Assembly,
including bar (or bracket)

Auxiliary Port

Activate Button

Polls Switch

Compartment

Leg Assembly Storage

Back Cover

AVC Edge Operator's Manual

Power Cord Storage
(alternative)

Leg Assembly
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3.4 ASSEMBLY & SYSTEM POWER UP

STEP1  Place the unit face down on a table, ensuring that bottom storage side of the unit is facing up.

STEP2  Turn the four knobs to a 45-degree angle.
STEP3  Remove the bottom storage cover.
STEP 4  Remove the legs.

STEP 5  Replace the bottom storage cover, securing the
knobs to the original locking position.

STEP 6  Assemble the legs:
e  Tum each inside leg 90 degrees to make 2 “X’s”.

e  Secure the leg brace by connecting the upper and lower portions in the center.

e Insert the four black button ends into the holes on the bottom storage case by pressing the leg

retention pins. Make sure the leg brace assembly is at the rear of the unit.

o Insert bottom legs and turn until the silver button snaps into place, securing the leg assembly.
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STEP 7  Lift the machine, turn it right side up and set on the floor.

STEP 8  Unlock the four latches and remove top cover. Remove the power cord from the top cover.

STEP9  Stand in the front of the unit. Place your hands on each side of the screen. Gently raise the
screen assembly. The black bar behind the screen will automatically slide into the first
groove. You may adjust the screen to any of 5 positions by repositioning the bar. '

STEP10  Open the privacy panels.
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STEP 11 Go to the back of the unit and gently pull on the tab. This will reveal the AC power receptacle.

STEP12  Plug the power cord into the Fdge power receptacle and an outlet.

'POWER CORD PROTECTION - The power supply cord for this product should
" be routed or installed in such a manner to protect it from being walked on or plnched
The unit should be powered down completely before connecting or disconnecting the
power cable. The power cord should be removed before moving the unit. The power cord
must be placed near an easily accessible unobstructed socket outlet.

STEP13  Raise the cover on the main power on/off unit.

STEP 14  Turnthe “Power ” switch to the “ON” position. Close the cover.

The Sequoia logo appears on the screen within a few seconds of turning the power on. The initial screen
will display the first of four operating modes: Maintenance Diagnostics.
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3.5 OPERATING MODES
The Edge has five operating modes:

Maintenance Diagnostics: This is the mode when no ballot is loaded on the system It allows the
technician to perform diagnostics.

Pre Election Logic and Accuracy Test: Also called Pre-LAT. The Edge enters this mode When a
ballot is loaded. It allows the ballot and system to be test voted prior to the electlon L

Early Voting: This is an optlonal mode that allows for voting over several “sess1ons” W1th asecure
lock mode in between. Vote data can be stored elther overall, or by session. ¥

Official Electlon ThlS is the mode the Edge operates in on Election Day or early Vot1ng
Post Election Logic and Accuracy Test: Also called Post—LAT The Edge is optlonally placed in this

mode after completion of the election. It allows the machine to be once again test voted, to. venfy
continued correct functioning. ‘ .
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3.6 MAINTENANCE DIAGNOSTICS

Maintenance Diagnostics is the state the Edge is in when no ballot has been loaded. The Maintenance
Diagnostics screen shows 6 buttons. They perform the following functions:

FUNCTION 1:
FUNCTION 2:
FUNCTION 3:
FUNCTION 4:
FUNCTION 5:
FUNCTION 6:
FUNCTION 2:

LCD
Report Setup

System Reset

"Set Date & Time

Event Log Report
Aux Cartridge Reports

Report Setup

Maintenance Diagnostics

" Eemieg

- ““"'Report -

Aﬁx Cartridge Re;‘)oft;,

[ "SySt:_em

- Reset. | .

Protective Counter 1500

S/N: 1090 V.3.0

July 4,2000 7:00PM
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3.6.1 FUNCTION1-LCD

This function allows the contrast of the main screen to be adjusted, and the touchscreen to be calibrated.
The LCD contrast is adjusted by touching the “left” and “right” arrows. As they are touched, the screen

will get lighter or darker. When the LCD contrast is good, touch the OK button to return to Maintenance
Diagnostics.

To calibrate the touchscreen, touch the Calibrate LCD button from the contrast adjust screen. Touch
each of the 3 “targets” as prompted. Notes:

1. Ifthe coordinates of the 3 touches are inconsistent, the Edge will contrnue to supply targets to
touch. This is to prevent intentional miscalibration.

2. Ifthe touchscreen calibration is already bad, it may not be pOssible to touch the Calibrate LCD
button. In this case, you can press the Activate Switch to start the calibration process.

3.62 FUNCTION 2 — REPORT SETUP

This function allows the you to check if the printer (if attached) is online and to print a test page Touch
"OK" to return to the previous screen.

3.6.3 FUNCTION 3 - SET DATE & TIME

This function allows the Edge’s date and time to be set. Note that the date and time are shown in the
lower right of the Maintenance Diagnostics screen.

To adjust the year, month, day, hour, minute, or second, simply touch the up and down arrows. There is
also a button to change time style from military (24 hour) to standard (a.m./p.m.) or vice versa.

3.64 FUNCTION 4 - SYSTEM RESET

This function clears the Edge's internal memories and counters. When the System Reset button is
touched, you are prompted for whether you are sure. Touch Cancel to return to Maintenance
Diagnostics.

3.6.5 FUNCTION 5 - EVENT LOG REPORT

This function allows the Event Log Report to be printed. This report lists all significant machine
operations and their date/time. See Appendix A for a sample report. See Appendix B for a listing of all
possible log entries and their meaning.

NOTE: Depending on the configuration setting of the Edge, the Event Log can be reset by perfonmng a
System Reset.

3.6.6 FUNCTION 6 — AUX CARTRIDGE REPORTS

This function allows you to generate reports from cartridges inserted in the Auxiliary Port . If this option
is chosen, you will be prompted to insert a cartridge into the Auxiliary Port.
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4 THE ELECTION PROCESS» |

4.1 ELECTION SETUP - PROCEDURAL OVERVIEW

The election setup process is a series of events designed to efficiently and securely prepare voting
machines for Election Day. Outlined below are the suggested steps for preparing the Edge for voting:

Create Results Cartridge and label cartridge with appropriate precinct/polling place label
Create Vote Simulation Cartridges (requires the creation of a pre-determined simulation script)
Unload Edges from the Precinct carts

Check leg assembly and all external parts : L G
Identify the polling place, precinct, machine number, and dehvery address w1th a paper msert
Remove the power cord and plug-in machine

Ensure that the machine has been fully charged

Power-up machines - check date and time

Adjust screen contrast, if necessary S REE I L PR R S

10. Calibrate machine

11. Load the ballot by inserting the Results Cartridge in the results port Pt
12. Open Polls in Pre-LAT B Do, ;
13. Verify the ballot and vote the ballot manually ., ’

14. Perform Vote Simulation using the Simulation Cartridges
15. Close polls in Pre-LAT

16. Power the machine off ' E C e s e T et sl wner
17. Remove the Results Cartridge L o N e i
18. Read cartridges into WinEDS Pre-LAT Tally (at least one cartndge per ballot style per rotatlon)
19. Place Results Cartridges back into the machines

20. Power the machine on, and ensure that it boots up into Official Election mode

21. Power the machine off

22. Seal Polls Door and Cartridge Door

23. Clean Touchscreen

24. Unplug cord and place in the receptacle

25. Replace the top cover, and return to precinct carts

RIS R W=

4.2 LOADING THE BALLOT

Before a ballot can be loaded onto the Edge, a Results Cartridge must be programmed with the ballot
definition data. This is a function that is performed by the WinEDS Central System. To begin, the Edge
must be powered up and at the Maintenance Diagnostics display. Then insert the Results Cartridge in
the Results Port.

Important: All Edge Cartridges have a label on one side. This is the “up” side. If the force required to
insert a cartridge seems excessive, this is likely a sign that the cartridge is upside-down.

Once the Results Cartridge has been inserted, the following messages appear:
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PLEASE WAIT, VALIDATING THE RESULTS CARTRIGE
PLEASE WAIT, COPYING RESULTS CARTRIDGE TO THE AUDIT TRAIL

After those messages appear, the screen will briefly drsplay the electlon information for the election that
was just loaded.

Finally, the following screen appears: |
Ready to Open PRE LAT Polls
To begin voting move the polls switch to OPEN

At this point, the Edge has entered its election program. Note that 1f the umt is powered down/up, 1t w1ll
return to the same place, rather than return to Maintenance Dlagnostlcs . o $

The next step is to turn the Polls Switch to Open

Depending on the configuration parameters, the Edge w111 now generate a Zero Proof Report in one of
three ways: ST I LT
On the printer. . g ot CT e
To a file on the Results Cartrldge
To the screen.
See section 8.1, Report Options, for more information.

Once the Zero Proof Report is completed, the Edge will advance to the “Pre-Electmn LAT Voter
Inactive” state and dlsplay the followmg screen: L Cr

AVC Edge Operator's Manual Sequoia Voting Systems, Copyright 2000-2001 R page 91 of 122




CLLep - Pr-Elcton LAT VOTER INACTIVE Report Setup

Waiting for First Voter

A

-~ Start Vote Zero Proof

. -Simulation - i Report.-

View-Election | — TN

Protective Counter 1500 S/N: 1090 V.3.0 July 4, 2000 7:00 PM
o ¥y
(i: f it
i
v Page 22 of 122
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4.3 PRE LAT (LOGIC AND ACCURACY) VOTING

Now that the ballot is loaded and the polls opened, it is time to vote. The Voter Inactive screen shows
the following buttons:

e Zero Proof Report

Start Vote Simulation
View Election Information
Start Voting

4.3.1 ZERO PROOF REPORT

Touch this button to print another Zero Proof Report. Depending on how the ballot is conﬁgured this
will do one of:

(a) Print directly on the optional built-in printer. :
(b) Provide an option of writing the report to a file on the cartridge, OR prmtmg on a printer.
(c) Print to screen. A hard copy can be generated by pressing the “Print” button once the
report is shown on-screen. :
As many copies of the report as desired can be generated.

4.3.2 VIEW ELECTION INFORMATION

This feature allows to view information regarding the current election. The 1nformat10n contained in this
screen is: Date and Time (when ballot was loaded), Machine Serial Number Protectlve Counter, Public
Counter, Poll Site, Polling Place ID, Ballot Version (or Style), and the Election Name. Press DONE to
exit. ;

433 START VOTE SIMULATION :

This feature allows for volume testing of the Edge and ballot, to verify that both are correct. Tt uses a
special simulation script that is created by WinEDS. - S —

When you select this function, the followmg message appears:

Please insert a Vote Simulation Cartridge into the Aux Port
At this point, insert a Vote Simulation Cartridge, which contains the simulation script file, into the
Auxiliary Port located at the rear of the machine. Once the Simulation Cartridge has been recognized,
another screen appears with instructions on how to abort the running of the script.
To abort a running simulation, press on the screen for several seconds, until you hear a beep. Then
release. The Edge will then ask whether you really want to abort. Note that if you continue to press the
screen for more than 1 second after the beep sounds, the simulation will resume. This is so that

accidental screen presses (i.€. a coffee mug in the wrong place) do not abort a simulation.

Touch the “Run Simulation” button to start the simulation. Note that as the simulation is run, the Edge
responds as if a person were operating it.
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4.3.4 START VOTING

Touch the "Start Voting" button to begin manual voting. The Edge will now show one of the following
displays, depending on the ballot definition and whether Auto Activation is enabled (Enabling or
disabling Auto Activation is parameter setting chosen in WinEDS before cartridges are created):

Auto Activation:

Pre-Election LAT VOTER INACTIVE

To Begin Voting
Insert Voter Card
Into Slot Below

e

3 Voter
' Actlvation
Card

Protective Counter 1500 S/N: 1090 V. 3.0 July 4, 2000 7:00 PM
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Manual Activation, with a single ballot style for all voters:

Pre-Election LAT VOTER INACTIVE

Waiting for First Voter

Rrotective Counter 1500

S/N: 1090 V.3.0 July 4,2000 7:00 PM

AVC Edge Operator's Manual
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Manual activation, with up to 12 ballot styles or precincts on one machine:

Pre-Election LAT Voter Inactive

In this case, press the button for the Selection Code (ballot style or precinct) that is desired, and then
press the yellow Activate button on the rear of the unit.

AVC Edge Operator's Manual
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Manual activation, with more than 12 ballot styles or precincts on one machine:

Pre-Flection LAT Voter Inactive

Enter Your Ballot Code Below:

Precinct 123
123

In this case, type in the selection code number. The Edge will indicate the name associated with the
code; press the yellow Activate button on the rear of the Edge when the correct code has been entered.

NOTE: Whether manual or auto activate, to return to the "Start Voting" screen you must press
the Activate button (on the rear of the Edge) and keep it pressed for about 3 seconds. Once the
"Start Voting' screen appears, release the button.
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435 ACTIVATING THE EDGE FOR A VOTER

The Edge is activated for voters two ways, depending on the ballot design.

1. Auto Activation. This is the primary method of activating the Edge, where each voter, upon
signing in at the polling place, is given an Activation Card programmed with the correct precinct.

In this case, the Activation Card is inserted into the slot on the left front of the Edge; the machine
is automatically activated.

2. Manual Activate. This is an alternative method of activating the Edge. The main screen will
display “Waiting for First (Next) Voter”. Pressing the Activate button on the back of the unit will
activate the Edge for voting, if there is only one ballot style and no parties.

NOTE: If there are multiple ballot styles or precincts on the unit, the Edge’s main screen will
display a keyboard. The selection (ballot) code is entered on screen, and the machine will display
the selection name (e.g. Democrat Precinct A). After the correct name is displayed, press the
Activate button on the back of the unit.

There are three situations that requires Pollworker intervention after the machine is activated:
1.  Invalid Voter Card: If a voter attempts to reinsert a voter card after casting his/her ballot, or if the

voter inserts a card, which has expired, a red message will appear on the screen stating the card is
invalid. To remove the card, go to the back of the machine and press the yellow "Activate" button.

2. Ifthe machine was activated with the wrong selection code (party, precinct, ballot style, etc.) or the
voter leaves the machine without making any selection: The Edge can be returned to the Voter
“Inactive state by pressing the Activate button (on the rear of the Edge) until the "Blank Ballot?"
screen appears (about 3 seconds). | .
Three options appear on the screen:

~ Return to Voting  Cast Ballot

Cancel Activation

Touch the appropriate choice to move forward. i

3.  Ifthe voter leaves the machine after making a selection: The Edge can be returned to the Voter
Inactive state by pressing the Activate button (on the rear of the Edge) until the "Voter Fled?"
screen appears (about 3 seconds).

Three options appear on the screen:

Return to Voting Cast Ballot

Touch the appropriate choice to move forward.
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4.3.6 THE VOTING PROCESS

STEP2

f
TELLY

The voter makes a selection by pressing the circle to the right

Appear on screen.
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of his/her choice. “A green checkmark will appear in the circle.
(To change a selection, the voter presses the checkmark. <The

checkmark will disappear and a new choice can be made.) -

STEP 5

STEP 1
" To Begin Voting
Insert Voter Card
Into Slot Below
The voter inserts the card into the
Yellow in the front of the machine.
STEP 3
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ATUKE XUION mwin iyt O Jonuz s TANANTE D O
] )| e O
uroLbk suoountiamens L Q [PEOR0E M MacoY Aw et O
PR — O Pt [@)
PR e ()] PR ot ()
P e e O
ALt e O] Praagmsugm—
e O ot O
%ﬁmmw () el '§ Republam O
FANE A LA O M Lo O M&A&-MIIWMO
MCHELA ALIOTQ Drewecrd (‘) ammnm O
] O] Pt O
<{s= ]
STEP 4
Press Here
To Cast
Your Ballot
<=

After pressing the "DONE" arrow,
The "CAST BALLOT" screen appears.
The Voter presses "CAST VOTE"
to finish voting.

AVC [Edge Operator's Manual

" After the voter h’a's" finished making and reviewing all of the
k‘ch01ces the voter presses the “DONE” arrow in the lower nght
‘corner of the screen.

The voter card will pop out and the
screen above will appear. The
voter should remove the card and
return it to a pollworker.
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4.3.7 CASTING WRITE-IN VOTES

STEP 1 Press the “Write-In” button.

STEP2  An on-screen keyboard appears. Type the name by pressing the buttons on the keyboard.

WRITE-IN KEYBOARD

STEP3  When you are finished, press the OK button. After pressing OK, you are automatically -

returned to the ballot. To cancel the Write-In, simply press the checkmark the checkmark
will disappear and a new choice can be made. : 5

4.3.8 THE POLLWORKER DISPLAY

There is a 2-line display on the back of the unit, the Pollworker Display. During both the Voter Inactlve
and Voter Active states, it displays the current public and protective counter values:

Voter Inactive
1678 8

The top line indicates whether the Edge is at voter active or voter inactive. The second line of this
display shows, on the left, the protective counter, and on the right, the public counter.
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4.3.9 CLOSING THE POLLS

STEP1  Lift POLLS cover up. Turnthe “POLLS” switch to the “CLOSED” position.

STEP2  Go to the front of the machine. When the screen displays an image stating the total numbér

of voters (TOTAL VOTERS = X), go to the back of the machine and lift the RESULTS -
CARTRIDGE door.

) STEP 3 | I’f you are reading cartridges into Pre-LAT tally, . -
v ~__remove the RESULTS CARTRIDGE from the :

- back of th ine. = i

| back of the machine Sequoia Pacific

STEP 4. /Tally cartridge into the WinEDS system.

Aol

Voting Equipment
STEP 5

iietmn the cartridge to the corresponding
| machine, and seal cartridge door. HES“I.TS
STEP 6  Seal Polls door. cnn."“nﬁi

STEP 7 B ‘Record seal numbers.
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4.3.10 T ECHNICIAN FUNCTIONS

Additional Polls Closed functions are available on a special “Technician Functions” screen. To access
this screen, perform the following:

1)  Press the Activate button and hold it pressed for 3 seconds.

2)  When the Edge beeps, release the button

3)  Within 1 second of step #2, press the Activate button agaln also holding it in for 3 seconds
4)  The Edge will beep again and the Technician Functions screen will appear '

The functions available for this screen are:

Ballot Image Detail Report

Full Ballot Image Report

Audit Trail Report

Event Log Report

Audit*Trail Transfer

Back (to the Polls Closed screen)
System Reset o

To Election ("Election” text may change dependmg on where in electlon cycle you are )

Ballot Image Detail Report

This function prints the machine's information, counter ballot version, poll site, ballot Version,’and a _-‘:"
randomized detailed audit trail record of the votes cast on the machine.

Full Ballot Image Report

vioopenn
NP

This function prints the machme S mformatlon counter ballot version, poll site, ballot version, a
randomized detailed audit trail record of the votes cast on the machine, and a Summary Report where
the summary totals are from a recount of the ballot images.

Audit Trail Report

The Audit Trail Reportis a compllatlon of the standard Results Report and the "Full Ballot Image o
Report".

Event Log Report

This function allows the Event Log Report to be printed. This report lists all significant machine
operations and their date/time since the last system reset. A sample report is shown below

For each event in the log, the first line shows the event name (24 characters maxnnum), and an
interpretation of the optional data value, if appropriate. For example, the “System Power Down” event
does not use this data value, while the “AC Power Status” event interprets the value as “On” or “Oft” ’

The second line shows the date/time of the event, and the machine’s Protective Counter value at the time
of the event.
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Audit*Trail Transfer

The Audit Trail transfer function is a spec1a1 Polls Closed function that allows making a copy of the

Audit Trail of an Edge. This function makes a copy of the Edge’s internal Audit Trail memory onto a
special Audit*Trail Transfer Cartridge.

The primary reason for using this function is in the case that on election night, a Results Cartridge is
misplaced or in some way damaged or unreadable by WinEDS.

Note:  The Audit Trail can only be transferred onto an Audit*Trail Tfan.sfer Cqﬂ;idge.
To perform the Audit*Trail Transfer, the Edge must first be at the Polls Closed sta'te.A .
1. Touch the “Audit*Trail Transfer” button.

2. The Edge will prompt “Are You Sure” Touch “Yes” to contmue or “Cancel” to return to the
Technician Functions screen,

3. The Edge will prompt for an Audlt Traﬂ Transfer Cartndge to be 1nserted in the Aux111ary Port, it
Insert the cartridge. o P

4. 1If the Audit*Trail Transfer Cartridge is not blank, there will be a prompt asking whether to erase the
cartridge. Answer “Yes” to erase & continue, “Cancel” to return to the Technician Functlons screen.

e
S

5. The Audit Traﬂ ﬁles W111 now be copled to the cartndge and venﬁed This may take several el
seconds. v .

- 6. Finally, a “Transfer Successful” message will be shown. At this time, remove the Aud1t*Tra11 g
Transfer Cartridge. The Edge w1ll return to the Techn1<:1an Functlons screen. o

To Election
This button advances the Edge to the Official Election mode.

Back

This button returns to the Polls Closed screen.

System Reset B '
System Reset erases the ballot from the Edge and returns it to the Maintenance Diagnostics mode.- Thxs

step is not reversible, so be sure!

If you are following this section as a tutorial on machine operation, go ahead and press System Reset and
answer affirmative to the “Are you sure?” prompt.
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If you are preparing a machine for use in an election, press the “To Election” button to bring it to
Official Election.
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S ELECTION DAY PREPARATION

Preparing the Edge for an election involves five basic steps:

Check the Machine’s Health

Load the Ballot

Conduct Pre-LAT Testing

Advance to Official Election
" Seal & Close up the Machine

el

Check the Machine’s Health

Turn the Edge on. Ifitis not in Maintenance Diagnostics, perform the System Reset procedure to clear
out the previous ballot.

Once the Edge is showing the Maintenance Diagnostics screen, do the following:

1. Verify that the LCD Contrast is set to the best value for viewing. Press the “LCD” button at the top
of the screen to access the adjustment screen.

2. From the LCD contrast adjust screen, press the “Calibrate Touchscreen” button to validate the
touchscreen calibration settings. Follow the on-screen directions.

3. Verify that the time and date are set correctly. These are shown in the footer bar at the bottom of the
screen. Press the “Set Time/Date” button to make changes.

4. If your machine includes the optional printer, test the printer by pressing the “Report Setup” button
and printing a test page.

5. Make sure that the batteries on each machine are fully charged. The simplest way to do this is to
plug each machine into AC power for at least 48 hours.

Load the Ballot

The WinEDS election management system is used to define the ballot and program each Results
Cartridge.

Loading the ballot onto the Edge is a simple procedure:

1. With the Edge showing the Maintenance Diagnostics screen, insert the programmed Results
Cartridge in the Results Port.

2. The Edge will automatically validate the ballot definition on the Results Cartridge, and if it passes all
tests, copy it to the internal Audit Trail memory and proceed to the Pre-Election Logic and Accuracy
Test.
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Conduct Pre-LAT Testing

Pre-LAT testing allows for verification of both the visual ballot presentation, and the voting logic (such
as vote-for numbers, straight party, etc.).

While it is not necessary to extensively test each Edge, it is strongly recommended that a large volume of
votes be cast on at least one machine from each ballot type being used. To assist with the volume vote
testing, use the Vote Simulation feature. WinEDS provides tools for creating s1mu1at10n scnpts that
match the ballot. :

A suggested Pre-LAT procedure is:
1. Open polls.
2. Activate for voting.

3. Step through each ballot page to make sure that the layouts are reasonable - no clipped text,
overlapping candidates, etc.

4. After viewing each ballot page, rather than casting a ballot, press and hold the Activate button for 3
seconds to return to the Voter Inactive state.

5. Repeat the above steps for each ballot style that is defined for the machine.
6. Run Vote Simulation.

7. Close polls and compare the actual results to the results predicted when the script was created.

Advance to Official Election

There are two ways to advance the Edge to the Official Election mode once at the Pre-LAT Polls Closed
state:

1. Turn the Edge off and back on. It will power up to the Official Election Ready to Open Polls state.

2. Go to the Technician Functions screen and press the “To Election” button. To access the Technician
Functions screen, do the following: t
e Press the Activate button for 3 seconds.
e When the Edge beeps, release the button.
e Immediately press Activate for 3 seconds, again.

Seal & Close up the Machine
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The final step of preparing the Edge is to apply security seals and close it up for transport.
1. Seal the Results Cartridge in place with a numbered seal and record the seal number.

2. Seal the Polls Switch door cover with a numbered seai and record the seal number.

3. Turn the Edge off.

L obeld

4. Disassemble the legs and close up the unit. Note that the AC power cord can be stored e1ther m the :

machine’s cover, or in a compartment at the bottom of the leg storage area.

o
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